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SCOTT ISLIP
ROUND ENGINEERING INC
1O SEGWUN RD
WATERDOWN ON L8B OK6
CA

Service Request Type
Service Request No.:
Your Reference No.:
Registered to:

BPV-Fitting Registration
2267312
R-0822
SARNIA PIPING SPECIALTIES LTD

Dear SCOTT lSLlP,

Technical Standards and SafetyAuthority (TSSA) is pleased to inform you that your submission has been reviewed
and registered as follows:

CRN No.: 0H20193.5
Main Design No.: Dwg. No. R-0822 Rev.0, Class 150 Spectacle Line Blinds
Expiry Date: 22-Mar-2O28

Please be advised that a valid quality control system must be maintained for the fitting registration to remain valid
until the expiry date.

The stamped copy of the approved registration and the invoice are mailed separately. Should you have any
questions or require further assistance, please contact a Customer Service Advisor at 1.877.6B2T55A (8772) or e-
mail customerservices@tssa.org. We will be happy to assist you. When contacting TSSA regarding this file, please
refer to the Service Request number provided above.

Yours

Mark Valcic
Engineer Specialist BPV
TeL: 416-734-3494
Fax : 416-231-6183
Email : mvalcic@tssa.org

Putting Public Safety First



TECHNICAL STANDARDS &
SAFETYAUTHORITY
14th Floor, Centrê Tower
3300 Bloor Street West
Toronto, Ontario
Canada MBX2X4
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SARNIA PIPING SPECIALTIES LTD.
765 EVETT STREET
SARNIA, ONTARIO
CANADA, N7S 5N3

SCOPE OF CRN REGISTRATION

MANUFACTU RING LOCATIONS

Note 1: Other ASME 816.5 pressure classes may be supplied. When this is the case dimensions shall be in accordance
with ASME 816.48 Table 1 through 18.
Note 2: Other ASME 816.5 materials may be supplied. When this is the case per ASME B 16.48 para. 3.2.1 ratings are
the maximum allowable working gage pressure at the temperature shown in table 2 and I

material and pressure class.
Note 3: Pressure Temperature ratings in accordance with ASME 816.5 Table 1.1 Cl. 1SO
Note 4: Pressure Temperature ratings in accordance with ASME 816.5 Table 2.1 Cl. 1SO
Note 5: Pressure Temperature ratings in accordance with ASME 816.5 Table 2.2 Cl.1SO

l-2 of ASME 816.5 for the ap

Note 6: Optional linings are PP, PFA, PTFE, PVDF, ETFE and others. ln all cases the pressure-temperature ratings of the
spectacle line blinds may be limited by the lining material.
Note 7: For temperatures below -20F products shall conform to the rules of the applicable codes under which they are used

l4-Mar-18
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Pressure Rating

285 psig at 100F, 170 psig
at 500F (Note 3)

275 psig at 100F, 170 psig
at 500F (Note 4)

275 psig at 100F, 170 psig
at 500F (Note 5)

Material
(Note 2)

ASTM 4516-70 Carbon
Steel

ASTM A240-304t304L
Stainless Steel

ASTM A240-316/3161
Stainless Steel

Design
Standard

ASME 816.48,
ASME 831.3

S¡ze Range
NPS

112" thru'12"

Pressure
Glass (Note 1)

150 Lb.

sPS Draw¡ng
No.

R-0822

Product
Description

Spectacle Line Blinds

N7S 5N3

IA PIPING SPECIALTIES LTD.
765 EVETT STREET

IA, ONTARIO



Bill of Materials
Item Description Material Qtv

1A PLATE - OPTION I ASTM A516-70 CARBON STEEL 1

1B PLATE - OPTION 2 ASTM A240-30413041 STAINLESS STEEL ,|

1C PLATE - OPTION 3 ASTM A24O-31 6/31 6L STAINLESS STEEL 1

2 LINING
TYPÍCAL LININGS ARE PP, PFA, PTFE, PVDF, ETFE AND

OTHERS
I

Dimensions

Size A (in.) B (in.) C (in.) D (in.)
Note 4

E (

Note
n )

4

ASME
816.48

Min E (in.)
Note 4

NPS 1/2" 1.75 1.19 0.63 0.63 0.50 0.12

NPS 3/4' 2.13 't.38 0.63 0.63 0.50 0.12

NPS 1" 2.50 1.56 0.63 0.75 0.63 0.12

NPS 1-'ti4', 2.BB '1.75 0.63 0.75 0.63 o.25

NPS 1-1l2" 3.25 1.94 0.63 O.BB 0.75 o.25

NPS 2" 4.00 2.38 0.75 0.88 0.75 0.25

NPS 2-1l2' 4.75 2.75 0.75 '1.00 0.88 0.25

<lls 3" 5.25 3-00 0.75 1.13 1.00 0.25

4 6.75 3.75 0.75 1.13 1.00 0.38

"lßl
5' 7.63 4.25 0.88 1.13 1.00 0.38

iäYc Þ 8.63 4.75 0.88 1.13 1.00 0.50

10.88 5.88 0.88 1.25 1.13 0.50

NPS 10" 13.25 7.13 1.00 1.38 1.25 0.62

NPS 12" 16.00 8.50 1.00 1.38 1.25 0.75

REV. DESCRIPTION DATE ¡NITIALS

CL.150 SPECTACLE LINE BLINDS

TITLE

SIZES 112" THRU 12"
IV]ODEL

UNLESS OTHERWISE NOTED
1. DIN¡ENSIONS ARE IN
INCHES. IF USED SI UNITS
ARE IN () BRACKETS.
2. TOLERANCES
FRACTIONAL: +/- 1/8"
DECIMALS:.XX +/- .02

.xxx +/-.005
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Kd^ General Notes:

1. Alldimensions are in inches. Sl units if provided are in brackets.
2. External design not to exceed full vacuum. Limited by lining material.
3. For temperatures below -20F products shall conform to the rules of the applicable codes
under which they are used.
4. Dimension D and E may be changed to suit customers installation requirements but in all
cases dimension E is to exceed the minimum thickness specified in ASME 816.48 Table l-1

g D. s. lsltP

Table Notes:
1 . Per section 2.'1 of ASME 816.5 linear
interpolation between values is permitted.
2. ASME 831.3 table 4323.4.3 gives
recommended temperature limits for
thermoplastic materials used for linings.


