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Product Design Material Housing Inlet/ MAWP MDMT Report
Description Code Specification Outlet at 100°F Number
Desiccant Air ASME B31.1, Housing: ASTM B26 D1 1" FNPT 130 psig  -40°F Super-Dry

Dryers ASME B31.3 UNS A03560 T6, D2 1-1/2" FNPT 150 psig Report
Coupling: 300 Series D3 2" FNPT 105 psig R-1759

Stainless Steel D4 3" FNPT 70 psig Rev. 0

Note 1: MAWP = Maximum Allowable Working Pressure, MDMT = Minimum Design Metal Temperature.

Note 2:  For low temperature operation the products shall conform to the rules of the applicable codes under which they are used.

Note 3: In accordance with CSA B51 paragraph 4.2.5 Fondremy is taking responsibility for the product covered under this CRN
that is manufactured at Clampco Products, Inc., 1743 Wall Road, Wadsworth, OH 44281.
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FONDREMY INC. 
Siege social: 1465, boul. Industriel, Chambly (Quebec) J3L 4C4 
Entrepot: 2582, boul. Industriel, Chambly (Quebec) J3L 4V2 
Entrepot: 2584, boul. Industriel, Chambly (Quebec) J3L 4V2 
ISO 9001:2015 Certified by BNQ Bureau de normalisation du Quebec 
 
















