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Québec
Direction générale de l'inspection

Montréal, 25 juin 2023.

MADAME TANYA FRANCIS
TECHNICAL STANDARDS & SAFETY AUTHORITY
345 CARLINGVIEW DRIVE

TORONTO ONTARIO
CANADA MOWG6N9

Fabricant : DONALDSON FILTRATION DEUTSCHLAND GMBH
1 BUSSINGSTRABE
HAAN GERMANY
D-42781

Numéro de dossier : 945862
Numéro(s) de dessin(s) : R-1705 REV. 0

Objet : Enregistrement des plans et devis — Confirmation de I’enregistrement
Bonjour,

Nous vous informons que votre demande d’enregistrement de plans et devis a été traitée et
que cette conception a été enregistrée sous le numéro d’enregistrement canadien (NEC\CRN)
suivant: 0E24530.56.

Nous portons votre attention sur certaines exigences réglementaires concernant les
installations sous pression, ainsi que des codes et normes qui y sont associés :

® | e fabricant doit maintenir un programme de contrdle de la qualité valide pour
fabriquer un équipement selon ce NEC,;

= Ce numéro d’enregistrement demeure valide tant et aussi longtemps que les paramétres
de conception demeurent inchangés. Dans le cas d’accessoires, I'enregistrement est
valide pour une durée de 10 ans a partir de la date d’enregistrement. Les documents

de conception doivent alors étre resoumis pour validation;

= Le fabricant doit nous transmettre une copie de la Déclaration de conformité du
constructeur (Manufacturer's Data Report) pour chaque appareil ou chaudiéere fabriqué
selon ce NEC dans les 30 jours suivant la signature de cette déclaration;

® | e numéro de dessin enregistré et le numéro de révision doivent étre indiqués sur la
déclaration de conformité pour les équipements fabriqués selon ce NEC.

Le présent avis d’approbation ne dégage pas le fabricant de ses responsabilités quant a la
conception ou a la construction des équipements ou d'accessoires fabriqués selon un
NEC.
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Bureau d’expertise et d’homologation en équipements sous pression

Montréal
545, boul. Crémazie Est, 7iéme étage

Montréal (Québec) H2M 2V2
Téléphone : 514 873-6459

Sans frais : 1 866 262-2084
www.rbg.gouv.qc.ca
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Direction générale de l'inspection

Montréal, le 25 juin 2023.

MRS. TANYA FRANCIS

TECHNICAL STANDARDS & SAFETY AUTHORITY
345 CARLINGVIEW DRIVE

TORONTO ONTARIO

CANADA MOW6N9

Manufacturer : DONALDSON FILTRATION DEUTSCHLAND GMBH
1 BUSSINGSTRABE
HAAN GERMANY
D-42781

OUR REFERENCE : 945862
Design number : R-1705 REV. 0

Subject: Design registration confirmation
Hi,

We wish to inform you that your design registration application has been evaluated and that it was
registered under the following Canadian Registration Number (CRN): 0E24530.56.

The following is a reminder of your obligations regarding certain requirements of the regulation
respecting pressure vessels, and the referenced codes and standards:

®»  The manufacturer must maintain a valid quality control program to manufacture equipment
according to the CRN.

= The CRN remains valid as long as there are no changes to the design calculations that might
affect the pressure boundary. The design registration of fittings expires 10 years after
acceptance. It must, therefore, be resubmitted for validation.

®  The manufacturer shall submit a copy of the Manufacturer’'s Data Report to us for each

equipment manufactured according to this CRN within 30 days following the signing of this
report.

= The drawing number and the revision number registered under this CRN must be indicated
on the Manufacturer's Data Report for equipment manufactured according to the CRN.

This notice of approval does not relieve the manufacturer of their responsibilities with respect to the
design or fabrication of equipment manufactured according to this CRN.

Yours sincerely,

Bureau d’expertise et d’homologation en équipements sous pression

Montréal

545, boul. Crémazie Est, 7iéme étage
Montréal (Québec) H2M 2V2
Téléphone : 514 873-6459

Sans frais : 1 866 262-2084
www.rbg.gouv.qc.ca



3. Declaration of commissioner for oaths

| certify that this declaration has been administered before me, at ?/{;bmiymﬁ)n N on HOR5 - Ol -30
{Lo atlon) (Date (yyyy-mm-dd)):

Signature of commissioner for oaths: %\W Date (yyyy-mm-dd): #0047 Ol DD

Stamp the seal:

ANNA RUBY TONINATO
Notary Public

Minnesota
My Commission Expires
Jan 31, 2024

4. Registration confirmation (for RBQ's useonly)

As far as | know, this application complies with the requirements of the Act and with standard CSA B51, Part 1, section 4.2, and is

accepted for registration in the class

This registration expires in ten (10) years after the date of registration indicated above, and it must be validated again after this period.

Canadian registration number (CRN): Registration date (yyyy-mm-dd):
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Documents to attach

Any application registration for fittings must include these documents:

+ Statutory Declaration Registration of Fittings (2 copies)

s Detailed calculations or burst test report (1 copy)

+ Detailed technical drawings or catalogues (2 copies)

Example of the manufacturer’'s marking (1 copy)

Proof that a valid and approved quality control program has been implemented (1 copy)
Form Application for design registration (1 copy)

o o »

Sending the form

This declaration is necessary to submit an application for design registration. Design registration applications must be
sent by email only to enregistrementdesplans@rbg.gouv.qe.ca.

Documents must be in PDF format and in separate files.
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UNIFORM STATUTORY DECLARATION FORM FOR THE REGISTRATION OF FITTING DESIGNS

New Brunswick Nova Scotia Prince Edward Island Newfoundland and Labrador
Nunavut Yukon Northwest Territories

Manufacturers Name: Donaldson Filiration Deutschiand GmbH
Manufacturers Address: Bussingstrasse 1, Haan, D-42781, Germany
Plant Locations: see Worldwide Locations Appendix

Cateqgory of Fittings to be reqistered. Circle one Category only Title of the Standard of
A Pipe fittings, including couplings, tees, elbows, Ys, plugs, unions, pipe caps, or reducers Construction

B Flanges: all flanges
C Valves: all line valves

Expansion joints, flexible connections, and hose assemblies: all types

éStrainers, filters, separators, and steam traps - ASME B31.3
Measuring devices, including pressure gauges, level gauges, sight glasses, levels, or pressure - ASME B31.1
transmitters

G Certified capacity-rated pressure relief devices acceptable as primary over pressure protection on
boilers, pressure vessels, piping and fusible plugs
H Pressure retaining components that do not fall into one of the above categories

N Nuclear components: Class 1 [] Class 2 [ Class 3 [], (Meeting CNSC or ASME requirements)

Show Manufacturers Name, Trademark, or Logo as it will appear on the product Type of Construction
Forged @ Welded o Wrought &

Donaldson. e
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List of supporting documentation and identification of the actual items to be registered:

- FILTER SCOPE OF CRN REGISTRATION, REPORTS, DRAWINGS, CALCULATIONS.

Declaration:

| Colter Marcks, Engineering Manager (see note 3) employed by and being the person having full authority
and responsibility for the quality of the end product do solemnly declare that the information contained in this form is true to the best of
my knowledge represents the product for which registration is sought. The dimensions, materials of construction, pressure temperature
ratings, and identification markings are in accordance with the herein named standards. | further declare that the manufacture of these
fittings is regulated by a Quality Control Program which extends to each plant where fabrication occurs in whole or in part and has been

Donaldson Filtration Deutschland GmbH

verified by 1809001:2016 5G$ as being sujjable for that purpose and | make this solemn declaration conscientiously
believing it to be true, and kmiifft/myi%e samerforce and effect as if made under oath.

Y ey p
Signature of Declarer: / Lo U =<7

[4
Dedlared before me at _[%] pusvaai N4 fvvl‘ g 7in ! 3, ANNA RUBY TONINATO

This_3¢> _ dayof jaﬂmﬂﬂ AD _Z20323 Use this sisdfs ) okt

I : My Commission Expires
Commissioner of Oaths > i y Jan 31, 2024p

Or Notary Public: (sign)
(Affix Official seal to the right)

This space for Regulatory Authority use.
This registration must be revalidated after ten (10) years from the date of acceptance.

CRN:

FID#:

Notes:

1. All Fittings shall be registered in the name of the Manufacturer,

2. Each Category shail be supported with two Statutory Declaration forms
and one copy of supporting documentation,
3. The Declaration shall be made by the person having full authority and
responsibility for the quality of the end product.
4,  Quality Control programs shall be resubmitted for validation.
Sect 1.0 - Fittings Rev.2
11/2016
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SCOPE OF CRN REGISTRATION
Product Design Material Max. Process MAWP at MAWT Report
Description| Model No. Code Specification Connection Sizes (psig at °F) MDMT | Number
Filter HD0027 | ASME B31.3, | Aluminum EN AW-6061 T6 [G1" or 1" FNPT Inlet/Outlet| 1305 psig at 176°F/ | 14°F/ | R-1705
ASME B31.1 | according to EN 755-2 and | G1/2" or 1/2" FNPT Drain 90 barg at 80°C -10°C Rev. 0

EN 12392

Note 1: MAWP = Maximum Allowable Working Pressure, MAWT = Maximum Allowable Working Temperature,
MDMT = Minimum Design Metal Temperature

Note 2: The pressure-temperature ratings shown are the maximum CRN pressure-temperature ratings. In all cases the
MAWP may be limited by the seat or seal material or other considerations. Please consult Donaldson literature.

Note 3: For low temperature operation the products shall conform to the rules of the applicable codes under which

they are used.

Note 4: In accordance with ASME B31.1 para. 123.1.2(D) when this product is manufactured from a ASME B31.1
unlisted material and used under the ASME B31.1 code the facility owner must accept the use of the non listed
material. EN AW-6061 T6 is not listed in ASME B31.1.

Note 5: See attached Worldwide Locations Appendix for the manufacturing locations applicable to this CRN.
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WORLDWIDE LOCATIONS APPENDIX

DONALDSON MANUFACTURING LOCATIONS
& CERTIFYING AUTHORITIES

(rev. December 29, 2022)

Donaldson Filtration

Donaldson Europe BV, Research Park Building 1303,
Interleuvenlaan-1 B-3001 Leuven/Heverlee, Belgium
ISO 9001:2015 Certified by SGS

Donaldson Filtration

Donaldson Filtration Deutschland GmbH, Bissingstrasse 1,
Haan, D-42781, Germany

ISO 9001:2015 Certified by SGS

Donaldson Filtration

Donaldson Industrial CR s.r.o, Kralovsky vrch 1986,
432 01 Kadan, Czech Republic

ISO 9001:2015 Certified by SGS

Donaldson Filtration

Donaldson Filtration (GB) Limited, Humberstone Lane, Thurmaston,
Leicester, LE4 8HP, United Kingdom

ISO 9001:2015 Certified by SGS



