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Product Available Design
Description Drawing(s) Design Code Report
Buttwelding DS-1367 R.0 ASME B16.9 R-1457

Fittings DS-1368 R.0 Rev. 0
DS-1369 R.0 MSS SP-43

Code of Construction: ASME B16.9 Code of Construction: MSS SP-43
Product Type 90 and 45 Degree Product Type 90 and 45 Degree

LR Elbows LR Elbows
Elbow Elbow 

Size (in.) Sch. Sch. Sch. Size (in.) Sch. Sch. Sch.
2 5S 10S 40S 2 5S 10S 40S

2.5 5S 10S 40S 2.5 5S 10S 40S
3 5S 10S 40S 3 5S 10S 40S
4 5S 10S 40S 4 5S 10S 40S
5 5S 10S 40S 5 5S 10S 40S
6 5S 10S 40S 6 5S 10S 40S
8 5S 10S 40S 8 5S 10S 40S

10 5S 10S 40S 10 5S 10S 40S
12 5S 10S 40S 12 5S 10S 40S
14 5S 10S 40S 14 5S 10S 40S

Material Group No. 2 Austenitic and duplex stainless steel 
Allowable Materials of Construction

28-Feb-23

SCOPE OF CRN REGISTRATION

ASTM A403/A403M and ASTM A815/A815
ASTM A403 CR or any other material acceptable under

MSS SP-43 para. 6.

SCOPE OF SUPPLY

Wall Thickness Wall Thickness

See Note 1 and 2 below regarding ASME B16.9 and MSS SP-43 pressure-temperature ratings.
MSS SP-43 fittings have a pressure rating requirement equal to 30% of ASME B16.9 fittings.
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16 5S 10S 40S 16 5S 10S 40S
18 5S 10S 40S 18 5S 10S 40S
20 5S 10S 40S 20 5S 10S 40S
24 5S 10S 40S 24 5S 10S 40S
30 5S 10S 40S 30 5S 10S 40S

Code of Construction: ASME B16.9 Code of Construction: MSS SP-43
Product Type Concentric and Eccentric Product Type Concentric and Eccentric

Reducers - Bell Shaped Reducers - Bell Shaped
Reducer Reducer
Size (in.) Sch. Sch. Sch. Size (in.) Sch. Sch. Sch.

3x1.5 5S 10S 3x1.5 5S 10S
3x2 5S 10S 3x2 5S 10S
4x2 5S 10S 4x2 5S 10S

4x2.5 10S 4x2.5 10S
4x3 5S 10S 4x3 5S 10S
6x3 5S 10S 6x3 5S 10S
6x4 5S 10S 6x4 5S 10S
8x4 5S 10S 8x4 5S 10S
8x6 5S 10S 8x6 5S 10S

10x6 5S 10S 10x6 5S 10S
10x8 5S 10S 10x8 5S 10S
12x8 5S 10S 12x8 5S 10S
12x10 5S 10S 12x10 5S 10S

Code of Construction: ASME B16.9 Code of Construction: MSS SP-43
Product Type Concentric and Eccentric Product Type Concentric and Eccentric

Reducers - Cone Shaped Reducers - Cone Shaped
Reducer Reducer
Size (in.) Sch. Sch. Sch. Size (in.) Sch. Sch. Sch.

12x8 5S 10S 40S 12x8 5S 10S 40S
12x10 5S 10S 40S 12x10 5S 10S 40S
14x8 5S 10S 40S 14x8 5S 10S 40S
14x10 5S 10S 40S 14x10 5S 10S 40S
14x12 5S 10S 40S 14x12 5S 10S 40S
16x12 5S 10S 40S 16x12 5S 10S 40S

Wall Thickness Wall Thickness

Wall Thickness Wall Thickness
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16x14 5S 10S 40S 16x14 5S 10S 40S
18x14 5S 10S 40S 18x14 5S 10S 40S
18x16 5S 10S 40S 18x16 5S 10S 40S
20x16 5S 10S 40S 20x16 5S 10S 40S
20x18 5S 10S 40S 20x18 5S 10S 40S
24x18 5S 10S 40S 24x18 5S 10S 40S
24x20 5S 10S 40S 24x20 5S 10S 40S
30x20 5S 10S 40S
30x24 5S 10S 40S
36x24 5S 10S 40S
36x30 3/16
36x30 1/4
36x30 3/8
36x30 1/2
36x30 5/8

Code of Construction: ASME B16.9 Code of Construction: MSS SP-43
Product Type Tees Product Type Tees

Tee Tee
Size (in.) Sch. Sch. Sch. Size (in.) Sch. Sch. Sch.

3x3x3 3x3x3 5S 10S 40S
3x3x2.5 3x3x2.5 5S 10S 40S
3x3x2 3x3x2 5S 10S 40S
4x4x4 4x4x4 5S 10S 40S
4x4x3 4x4x3 5S 10S 40S
4x4x2 4x4x2 5S 10S 40S
6x6x6 6x6x6 5S 10S 40S
6x6x4 6x6x4 5S 10S 40S
6x6x3 6x6x3 5S 10S 40S
8x8x8 8x8x8 5S 10S 40S
8x8x6 8x8x6 5S 10S 40S
8x8x4 8x8x4 5S 10S 40S

10x10x10 10x10x10 5S 10S 40S
10x10x8 10x10x8 5S 10S 40S
10x10x6 10x10x6 5S 10S 40S

Wall Thickness Wall Thickness
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12x12x12 12x12x12 5S 10S 40S
12x12x10 12x12x10 5S 10S 40S
12x12x8 12x12x8 5S 10S 40S

14x14x14 14x14x14 5S 10S 40S
14x14x12 14x14x12 5S 10S 40S
14x14x10 14x14x10 5S 10S 40S
16x16x16 16x16x16 5S 10S 40S
16x16x14 16x16x14 5S 10S 40S
16x16x12 16x16x12 5S 10S 40S
18x18x18 18x18x18 5S 10S 40S
18x18x16 18x18x16 5S 10S 40S
18x18x14 18x18x14 5S 10S 40S
20x20x20 20x20x20 5S 10S 40S
20x20x18 20x20x18 5S 10S 40S
20x20x16 20x20x16 5S 10S 40S
24x24x24 24x24x24 5S 10S 40S
24x24x20 24x24x20 5S 10S 40S
24x24x18 24x24x18 5S 10S 40S

Note 1: ASME B16.9 Pressure-temperature ratings are in accordance with ASME B16.9 para. 2.1 which states:

2.1 Basis of Ratings
The allowable pressure ratings for fittings designed in
accordance with this Standard may be calculated as for
straight seamless pipe of equivalent material (as
shown by comparison of composition and mechanical
properties in the respective material specifications) in
accordance with the rules established in the applicable
sections of ASME B31, Code for Pressure Piping. For
the calculation, applicable data for the pipe size, wall
thickness, and material that are equivalent to that of the
fitting shall be used. Pipe size, wall thickness (or schedule
number), and material identity on the fittings are in lieu of
pressure rating markings.
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Note 2: MSS SP-43 Pressure-temperature ratings are in accordance with ASME MSS SP-43 para. 3.1 which states:

3.1  Fittings covered by this Standard Practice are primarily intended for corrosion resistant applications;
however, they shall have a pressure rating equal to 30% of the allowable pressure rating for comparable
straight seamless pipe of the same wall and grade of material as marked on the fittings, whose ratings are
determined by the applicable ASME B31 Code for Pressure Piping.

Note 3: Products that are to operate at low temperatures shall conform to the rules of the applicable codes under 
which they are used.

Note 4: See ISO 9001:2015 Certificate attached for list of manufacturing locations covered under this CRN.
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HSB Registration Services 

Certificate of Registration 
This is to certify that: 

Felker Brothers Corporation 
Corporate 

22 North Chestnut Avenue 
Marshfield, WI 54449 

Has established and applied a 

Quality Management System 
for: 

Sales of Welded Stainless Steel Pipe, Fittings, 
Piping Systems and Custom Fabricated Assemblies 

Proof has been furnished that the requirements according to 
ISO 9001 :2015 

are fulfilled. 

Certificate Number: Q 22 

IAF Code(s) : 17 

595 E. Swedesford Road Wayne, Pennsylvania 19087 
Initial Audit Date: February 2, 1996 
Effective Date: September 8, 2021 
Expiration Date: September 7, 2024 
Revision Date: December 19, 2022 

~ 

HSB .. 
ACCREDITED' 
ManagP:ntnt9,stf"ls 
Cotf<at"" Body 

HSB's Accreditation No: MSCB-1 87 

Certificate Number: Q 22 
Par:~e 1 of 2 



The certified activities are also performed by these sites: 

Fabrication & Piping Division 
1707 East 4th Street, Marshfield, WI 54449 

Manufacture of Welded Stainless Steel Pipe, Fittings, 
Piping Systems and Custom Fabricated Assemblies 

~ 

HSB. 

Piping Products Division 
125 Beaver Trail, Glasgow, KY 42141 

185 Industrial Drive, Glasgow, KY 42141 

Manufacture of Welded Stainless Steel Pipe 

Fabrication Division 
2910 Apache Drive, Plover, WI 54467 

Manufacture of Welded Stainless Steel 
Custom Fabricated Assemblies 

ACCREDITED" 
Managl·mmt ~ems 
Corll<lltOll!ocli 

HSB's Accreditation No: MSCB-187 

Certificate Number: Q 22 
Pape 2 of 2 
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