
November 1, 2021

ROUND ENGINEERING INC
10 SEGWUN RD
WATERDOWN ON L8B 0K6

Workorder Type: Registration - Fitting(Conventional)
Workorder No: 8025329
Your Reference No.:  R-1384AN - CRN#0H21555.2
Registered to: KENNEDY FABRICATING LLC

Dear SCOTT ISLIP,

Technical Standards and Safety Authority (TSSA) is pleased to inform you that your submission has been 
reviewed and registered as follows:

CRN : 0H21555.25
Main Design No.: 526-08-CRN Rev. 0
Expiry Date: Jun 17, 2031

Please be advised that a valid quality control system must be maintained for the fitting registration to remain valid 
until the expiry date.

The stamped copy of the approved registration and the invoice are mailed separately (There will be no hard 
copies for electronic submissions). Should you have any questions or require further assistance, please contact a 
Customer Service Advisor at 1.877.682.TSSA (8772) or e-mail customerservices@tssa.org. We will be happy to 
assist you. When contacting TSSA regarding this file, please refer to the Service Request number provided 
above.

Yours truly,

Zivko Gacevic , P. Eng.
Engineer, BPV
Tel. :  +1 416-734-3429
Email : zgacevic@tssa.org
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Jun. 17, 2031

Note: See attached documents for Scope of Registration



KENNEDY FABRICATING LLC
13436 KENNEDY DRIVE
SPLENDORA, TEXAS
USA, 77372 PAGE 1 OF 1

Product Drawing Design Size Connections Material MAWP at MAWT MDMT CA Calc.
Description Numbers Code Range Specification (psig) (F) (in.) Document
RTI Knockout Refined ASME Section 2" Sch. 40 ASME B16.5 ASME SA106-B, 150 / FV psig  -20°F 0.0625" R-1384A
Drum Level Technologies VIII-1, 2019 Process, Flanged, NPT ASME SA105, at 450°F Rev. 0
Gauge Float 526-08-CRN 4" Sch. 40 ASME SA234-WPB

Chamber Rev. 0 Shell,
3/4" and 2"

CL3000
Auxiliary

Note 1: MAWP = Maximum Allowable Working Pressure, MAWT = Maximum Allowable Working Temperature,
MDMT = Minimum Design Metal Temperature.

Note 2: Per CSA Table 1 Note (2)(B) the total volume of any configured manifold assembly shall not exceed 1.5 cubic feet in volume.

Note 3: Flanges to comply with ASME B16.5, ASME B16.11 and MSS SP-79 fittings shall be Class 3000.
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