
REGISTRATION OF A PRESSURE FITTING DESIGN

2202 2nd Avenue
Regina, SK S4R 1K3 Canada

1 (866) 530‐8599
info@tsask.ca
www.tsask.ca

17‐Dec‐21

Attention:

Item:

OH21555.23

TSASK Codes and Standards Compliance has registered the design listed above in accordance with The Boiler 
and Pressure Vessel Act and Regulations and CSA B51. The Canadian Registration Number (CRN) is:

Please note that every fitting shall be constructed in strict accordance with the registered design.

Yours truly,

Remarks:

A valid quality control program must be maintained at the production facility for the fitting registration to 
remain valid until the expiry date.

Conditional upon compliance with the notes on the original ABSA registration.

File Number:  12858

Athan Syrgiannis, P.Eng.

Codes and Standards Compliance

Knockout Drum Level Gauge Float Chamber

Scope of Registration (06‐May‐21) & 526‐08‐CRN Rev. 0Catalog or Drawing:

Fitting registrations are required to be resubmitted for validation after ten (10) years from the registration 
date in accordance with CSA B51, Clause 4.2.1.

June 17, 2031

[ 0 F]

Manufacturer:   Kennedy Fabricating LLCRe:

Expiry Date:

Should you require anything further, please do not hesitate to contact the Codes and Standards Compliance 
Office at your convenience. 

Cecylia Garbacz

345 Carlingview Drive
Toronto, Ontario
M9W 6N9

TSSA



asyrgiannis
Fitting Stamp



KENNEDY FABRICATING LLC
13436 KENNEDY DRIVE
SPLENDORA, TEXAS
USA, 77372 PAGE 1 OF 1

Product Drawing Design Size Connections Material MAWP at MAWT MDMT CA Calc.
Description Numbers Code Range Specification (psig) (F) (in.) Document
RTI Knockout Refined ASME Section 2" Sch. 40 ASME B16.5 ASME SA106-B, 150 / FV psig  -20°F 0.0625" R-1384A
Drum Level Technologies VIII-1, 2019 Process, Flanged, NPT ASME SA105, at 450°F Rev. 0
Gauge Float 526-08-CRN 4" Sch. 40 ASME SA234-WPB

Chamber Rev. 0 Shell,
3/4" and 2"

CL3000
Auxiliary

Note 1: MAWP = Maximum Allowable Working Pressure, MAWT = Maximum Allowable Working Temperature,
MDMT = Minimum Design Metal Temperature.

Note 2: Per CSA Table 1 Note (2)(B) the total volume of any configured manifold assembly shall not exceed 1.5 cubic feet in volume.

Note 3: Flanges to comply with ASME B16.5, ASME B16.11 and MSS SP-79 fittings shall be Class 3000.

SCOPE OF CRN REGISTRATION

06-May-21
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